
     
     
   1-1/2"         n/a             50’/100‘          125                       250                        n/a          5/11             1-3/4”             FORESTRY150 / FORESTRY150 100

   2-1/2"         n/a             50’/100‘          135                       ---                        n/a          19.5/39           2-13/16”      NOVADURA250Y / NOVADURA250Y 100 

   2-1/2"          n/a               100‘          270                       ---                        n/a                   57                          3”                                   80-130 100 
    1-1/2"             4”                100‘           50                         ---                       n/a                    152                     29    AC 400       
        1"                  ---                           300’               300                            600                      ---                    0.535                                SFAH 100-2R  
    1-1/4"              ---                           100’               300                            600                      ---                    0.813                                SFAH 125R                  
    1-1/2"             ---                           100’               300                            600                      ---                    1.123                                SFAH 150R
        2"                 ---                           200’                              300                            600                      ---                    1.22                            SFAH 200R                   
         4"             4.72”                         100’                200                            800                      10“                  1.10                               UHMW 400                   
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HOSES

• Temp Range: -22° F to +158° F    
• Cover: Single Jacket White Polyester Oxford Weave
• Tube: Proprietary Blend
• Safety Factor: n/a
• Branding: 

TECHNICAL  DATA: NOTES:
• Maximum advised operating/working 

pressure that should not exceed 90% of 

Service Test Pressure (Stenciled on hose)

FEATURES & APPLICATIONS:
• Forestry hose light weight 100% polyes-

ter in oxford weave. Lining is patented 

lamination of tropicalized rubber. This 

hose is ideal to combat forest �res with 

controlled water percolation and resis-

tant to abrasion and heat. Cover is yellow       

     for high visibility. Recommended 

two                 225 psi working pressure.

FIRE - SINGLE JACKET
FORESTRY HOSE - 500# Test
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POLYESTER - PROPRIETARY BLEND
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Information contained on  this page is for general information purposes only.   Seal Fast Inc. assumes no responsibility for errors or omissions for this product.


