
     
     
                          4.37”                    50’ / 100’                75                              225                    1/8“                  1.61                                 CH 400-1
        4"              4.63”                    50’ / 100’                75                              225                   3/16“                 2.08                                 CH 400-2                
                          4.79”                    50’ / 100’                75                              225                     1/4“                 2.49                                 CH 400-3                   
                          2.05”                         100’               150                            600                       7“                     .85                                   CH 150                   
                          2.60”                         100’                150                            600                      10“                  1.10                                   CH 200  
    2-1/2"          3.17”                         100’                 150                            600                      17“                  1.90                                   CH 250                  
       3"               3.75”                         100’                150                            600                      15“                   300                                   CH 300 
       4"               4.75”                         100’                 150                            600                      20“                   400                                   CH 400                   
         4"             4.72”                         100’                200                            800                      10“                  1.10                               UHMW 400                   
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• Temp Range: -40° F to +158° F
• Cover: Black NR / SBR
• Tube: Black BR / SBR / NR
• Reinforcement: High tensile tire cord
• Safety Factor: 3:1 min
• Branding: 

TECHNICAL  DATA:

INDUSTRIAL RUBBER

FEATURES & APPLICATIONS:
• A Soft wall hose suitable for dry abrasive 
materials & slurrie transfers.

• Compounded for long wear resistance 
in handling of hard, sharp, abrasive materials; 
anti-static.

BLACK BLENDED RUBBER

HOSES

DRY CEMENT 
DISCHARGE

T
R

A
N

S
F

E
R

M
A

T
E

R
I
A

L


