
     
     
        3"              3.55”                         100’               150                            450                      12“                 1.75                                HAB 300  
        4"              4.57”                         100’               150                            450                       22“                 3.02                                  HAB 400                
    1-1/4"          1.77”                         100’               150                            800                       6“                     .70                                   CH 125                   
    1-1/2"          2.05”                         100’               150                            600                       7“                     .85                                   CH 150                   
       2"               2.60”                         100’                150                            600                      10“                  1.10                                   CH 200  
    2-1/2"          3.17”                         100’                 150                            600                      17“                  1.90                                   CH 250                  
       3"               3.75”                         100’                150                            600                      15“                   300                                   CH 300 
       4"               4.75”                         100’                 150                            600                      20“                   400                                   CH 400                   
         4"             4.72”                         100’                200                            800                      10“                  1.10                               UHMW 400                   
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• Temp Range: -22° F to +248° F
• Cover: Black EPDM rubber
• Tube: Black heat resistant EPDM rubber
• Reinforcement: High tensile textile fabric; steel wire helix
• Safety Factor: 3:1 min
• Branding: 

TECHNICAL  DATA:

INDUSTRIAL RUBBER

FEATURES & APPLICATIONS:
• This hose is specifically designed to 
convey hot air from the compressor or 
blower on dry material unloading systems.

BLACK EPDM RUBBER

HOSES

HOT AIR BLOWER
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Information contained on  this page is for general information purposes only.   Seal Fast Inc. assumes no responsibility for errors or omissions for this product.


