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THE SIMPLE SOLUTION

HOSES

HYDRAULIC

HYDRAULIC R4

SAE 100 R4 OIL RETURN HOSE

FEATURES & APPLICATIONS:

« A hydraulic suction and return hose

for oil field, construction & farm

equipment.

TECHNICAL DATA:

«Temp Range: -20° F to +212° F
« Cover: Neoprene rubber oil, ozone & abrasion resistant
« Tube: Black smooth Nitrile rubber for 50% aromatics

« Reinforcement: Spiraled high tensile textile cords & 4 highly flexible steel helix wire
« Safety Factor: 3:1 min
«» Branding: Size SAE T00R4AT XXXPSI W.P. fxs

OIL RESISTANT SYNTHETIC RUBBER

Working Burst Bend Vacuum
ID oD Length Pressure Pressure Radius  (LbsperRoll| Rating“HG” Part #
3/4" 1.25" 100" +/- 300 1200 4" 0.41 30 R4-12
1” 1.50" 100" +/- 250 1000 5" 0.52 30 R4-16
1-1/4" 1.73" 100" +/- 200 800 6" 0.62 30 R4-20
1-1/2" 2.00” 100" +/- 150 600 7" 0.73 30 R4-24
2" 2.50" 100" +/- 100 600 10" 0.91 30 R4-32

A Information contained on this page is for general information purposes only. Seal Fast Inc. assumes no responsibility for errors or omissions for this product.



