
ID Part #ID Length
NormalFlat     

     
     1.19"            0.71”             100‘ / 300’               NPS071-100  /  NPS071-300                       
     1.25"            0.77”            100‘ / 300’               NPS077-100  /  NPS077-300              
     1.50"            0.90”            100‘ / 300’                NPS090-100  /  NPS090-300       
     1.50"            0.91”            100‘ / 300’               NPS091-100  /  NPS091-300                       
     1.66"            1.00”            100‘ / 300’               NPS100-100  /  NPS100-300                      
     1.72"            1.06”            100‘ / 300’                NPS106-100  /  NPS106-300                      
     1.88"            1.14”            100‘ / 300’               NPS114-100  /  NPS114-300                      
     2.03"            1.25”            100‘ / 300’               NPS125-100  /  NPS125-300                      
     2.13"            1.30”            100‘ / 300’                NPS130-100  /  NPS130-300                     
     2.25"            1.38”            100‘ / 300’               NPS138-100  /  NPS138-300                    
     2.29"            1.42”            100‘ / 300’                NPS142-100  /  NPS142-300                         
     2.50"            1.53”            100‘ / 300’               NPS153-100  /  NPS153-300            
     2.56"            1.59”            100‘ / 300’               NPS159-100  /  NPS159-300     
     2.81"            1.75”            100‘ / 300’               NPS175-100  /  NPS175-300                   
     3.00"            1.85”            100‘ / 300’               NPS185-100  /  NPS185-300                       
     3.31"            2.07”            100‘ / 300’               NPS207-100  /  NPS207-300                    
     3.33"            2.09”            100‘ / 300’               NPS209-100  /  NPS209-300                  
     3.63"            2.25”            100‘ / 300’               NPS225-100  /  NPS225-300                
     3.81"            2.38”            100‘ / 300’               NPS238-100  /  NPS238-300                  
     4.25"            2.64”             100‘ / 300’                NPS264-100  /  NPS264-300                 
     4.75"            2.96”            100‘ / 300’               NPS296-100  /  NPS296-300                
     5.31"            3.34”            100‘ / 300’                NPS334-100  /  NPS334-300               
     5.81"            3.66”            100‘ / 300’               NPS366-100  /  NPS366-300                  

HOSES

• Temp Range: -20° F to +212° F
• Cover: ?
• Tube: ?
• Reinforcement: ?
• Safety Factor: ?
• Branding: n/a

TECHNICAL  DATA:

NOTES:

Recommendations

• Use band clamps or nylon cable ties to 
secure sleeve.
• Heat treat cut ends to prevent fraying.
• If hose has �ttings installed a larger 
diameter sleeve may be required.

Benefits

• Excellent protection for hoses from 
abrasion and cuts
• Useful for bundling 2 or more hoses
• Provides protection to operators of 
equipment from hydraulic �uids in the
event of hose failures
• Reduces downtime by extending life 
cycles of hoses
• Easy to install allows rubber hose to 
move freely inside sleeve
• Can be applied over cables, chains, or 
springs to protect paint �nishes

FEATURES & APPLICATIONS:

• Material: Made of bulk continuous �lament 

nylon.

• Thickness: .09” ± .020” double �at.

• Flammability: Passes FMVSS302 horizontal 

�ame test.

• Temperature: Ambient temperature of 

250º F max.

• Packaged: Rolls of 100 & 300 ft.

NYLOTEK
NYLON PROTECTIVE SLEEVE 
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Information contained on  this page is for general information purposes only.   Seal Fast Inc. assumes no responsibility for errors or omissions for this product.


